KEY FEATURES 


Supports all popular 
operating systems 


Auto-configures for use 
in multiple countries 


AT-WRPCI, 802.11b wireless PCI adapter card 


WIRELESS CONNECTIVITY 

FOR PCSAND WORKSTATIONS 

Allied Telesyn’s AT-WRPCI 802.11b wireless PCI adapter 
allows Allied Telesyn’s popular AT-WR2411 wireless radio 
card to be used in standard PCs and workstations con- 
taining a PCI bus. When used with the Allied Telesyn AT- 
WL2411 wireless access point, a radio-equipped PC or 
workstation can be deployed anywhere in the network 
coverage area without the limitations of a wired network 
infrastructure. 


WIRELESS APPLICATIONS 

Public Access: 

The advanced security features of the AT-WL2411 wire 
less access point remove the barriers to combined pri- 
vate/public wireless network access. In locations where 
the public comes together, such as coffee shops, airports, 
and hospitals, wireless technology has the potential to 
provide extended office/Internet access to mobile com- 
puter users. By allowing roaming mobile users to access 
the Internet via a common wireless network without con- 
cern for the security of business data, businesses can 
attract more customers by offering more services. 


Schools: 

Schools can allow access throughout the campus without 
the expense of wiring every desk. Schools can allow the 
user to access the network anywhere, from the classroom 
to the quad. Custom setups let both students and teach- 
ers access secure personal data, or connect to the 
Internet. Open areas can present a problem for wireless 
access. With connection at 500 feet or more, the AT- 
WR 2411 increases the performance and reliability of the 
wireless network. 


Corporate: 

Allied Telesyn's AT-WR2411 series of wireless products 
are ideal for the mid-sized to large office (100 to 1000 peo- 
ple). Market leading high-end features and security make 
these the ideal products for the high-end market men- 
tioned above. A company with individuals sharing time 
between several different sites, and multiple locations 
within any one of these sites will enjoy the flexibility pro- 
vided by the AT-WR2411 series. The ability to add tem- 
porary users to a network, as well as move individuals 
around without ever losing access to the corporate net- 
work is an invaluable benefit. Sitting in a home office, 
traveling to other sites, sitting in the boardroom, employ- 
ees can access their network seamlessly. Advanced features 
such as IP tunneling and DCHP mean the connection to 
the network looks thesame from ahome office or in other 
corporate locations. A corporate guest in the office for 
meetings can be allowed access to the Internet and still be 
isolated from the corporate network. 


BEST-OF-BREED WIRELESS SOLUTION 

The extended range capabilities, advanced security and 
high-end management features of the AT-WL2411 access 
point and AT-WR2411 radio card create a wireless net- 
work that performs like a wired network - but users can 
take their connectivity with them. Based on the 802.11b 
specification, Allied Telesyn wireless products offer a high 
performance solution with full support for both 40-bit 
and 128-bit WEP (Wired Equivalent Privacy) security, 
with ZERO throughput degradation. 


SIMPLE INSTALLATION 

Designed to connect directly to the PC or workstation’s 
PCI bus, the AT-WRPCI can be installed in any available 
PCI slot. The AT-WR2411 wireless card is first installed 
into the AT-WRPCI adapter and then the combination is 
installed into a free PCI slot. When rebooted, the system 
automatically loads the necessary drivers. 


ABOUT ALLIED TELESYN 

Allied Telesyn’s mission is to become a leading global 
supplier of IP based network products, systems and 
services that enable our customers to build superior 
solutions for high-bandwidth data, voice and video in 
the LAN,WAN and MAN. 


These customers include global systems integrators, 
carriers and service providers, major resellers and 
logistical distributors serving the needs of education, 
local and state Government, the military, corporate 
enterprise, medium and large businesses and the small 
and home office community. 


Our technology ranges from the simplest Ethernet 
adapters, hubs and media converters through to the 
very latest in high performance IP switches and 
routers, wireless and IP telephony solutions, customer 
premises equipment for access networks and security 
appliances. Comprehensive service and support pro- 
grams that are designed to meet the growing demands 
of today's switched broadband infrastructures back all 
Allied Telesyn products. 


MV Allied Telesyn 


Simply connecting the world 


(The following specifications are valid when the AT-WRPCI CODING TECHNIQUE 
i used with the AT-WR2411 wireless PC card) IMbps and 2Mbps: 11 chip/bit Barker Coding 


ORDERING INFORMATION 


5.5Mbps and 11Mbps: Complementary CodeKeying (CCK) WRPCI 
WIRELESS LAN CHARACTERISTICS 802.11b wireless PCI adapter card 
Automatic Rate Selection 11, 5.5, 2, or 1Mbps NUMBER OF CHANNELS 
USW Canada (FCC/RSS) = 11 Japan (JP) = 1 (AT-WR2411 wireless PC card, 
Compatible to IEEE 802.11b 11 Mbps and 5.5 Mbps standard France (FR) = 4 Remainder of Europe (ETS) = 13 required for operation, sold seperately) 
and IEEE 802.11 Direct Sequence Spread Spectrum (DSSS) 1Mbps 
and 2 Mbps standard SECURITY 
Secure information transmission with 40 and 128-bit 
Frequency Band 2.4GHz, to 2.4835GHz Wired Equivalent Privacy (WEP) Data Encryption, RC4 
sieiieiiracobedels| RANGE ! INCLUDED DRIVERS 
Open Environment Windows 95/98/2000, Windows NT 4.0, Windows CE, Linux 
750ft (225m) @ 11Mbps 1250ft (380m) @ 5.5Mbps 
1800ft (550m) @ 2Mbps 2500ft (775m) @ 1Mbps ANTENNA 
Integrated dual diversity antenna system 
Semi Open Environment 3 Host Interface PC Card Type I 
225ft (70m) @ 11Mbps 325ft (100m) @ 5.5Mbps 
420ft (125m) @ 2Mbps 530ft (160m) @ 1Mbps POWER CHARACTERISTICS 
Operating voltage 33v + 5% 
Closed Environment 4 
115ft (35m) @ 11Mbps 160ft (50m) @ 5.5Mbps ENVIRONMENTAL SPECIFICATIONS 
180ft (55m) @ 2Mbps 225ft (70m) @ 1Mbps Operating Temp. 32°F to 95°F (0°C to 35°C) 
Storage Temp. -13°F to 140°F (-20°C to 70°C) 
1 ‘Actual data transmissions rates may vary considerably depending Relative Humidity 95% max. noncondensing 
on the number of users, type of usage (file sizes and frequency of 
up/down loading), speed of network, typical packet size, and distance PHYSICAL CHARACTERISTICS 
from an access point or other mobile user. Walls, partitions, ceilings, Dimensions 135mm x 90mm (5.3" x 3.5") 
racks, and merchandise, and the composition of the building's Weight 181.4g (0.4lbs) 
construction affect operating range inbuilding, 


ELECTROMAGNETIC COMPLIANCE 


2 In Open Office environments, antennas can "see" each other, i.e, there USA FCC (47CFR) Part 15C, Section 15.247 
are no physical obstructions between them. Canada ISC RSS-210 

Europe ETS 300 328 and ETS 300 826 
3 In Semi-open Office environments, workspace is divided by apan RCR Std-33 


shoulder-height, hollow wall elements; antennas are at desktop level. 


4 In Closed Office environment, workspace is separated by 
floor-to-ceiling masonry walls or equivalent. 


TRANSMITTED OUTPUT POWER 
+ 18dBm (60mW) (Typical) 


RECEIVER SENSITIVITY 
-82dBm @ 11Mbps 

(Typical) -87dBm @ 5.5Mbps 

-91dBm @ 2Mbps 

-94dBm @ 1Mbps 


MODULATION 
DBPSK; DQPSK 


Product Range: Allied Telesyn's long-term focus on price/performance networking has made it a market-leading provider of LAN, WAN and MAN network 
systems. Advanced Layer 3 switch and router technology perfectly complements its traditional Layer 2 switch, hub, adapter card and media conversion capabilities. 
USA Corporate Headquarters: 19800 North Creek Pkwy, Suite 200, Bothell, WA 98011, USA * Tel: 800.424.4284 » Fax: 425.481.3895 
European Headquarters: Kon. Wilhelminaplein 13/2.10.03, 1062 HH Amsterdam, Netherlands + Tel: + 31 20-346 07 00 + Fax: + 31 20-346 07 10 


www.alliedtelesyn.com 

fs . 
© 2001 Allied Telesyn International Corp. All rights reserved. Information in this document is subject to change without notice. y \/G Al | ied Te | esyn 
All company names, logos, and product designs that are trademarks or registered trademarks are the property of their respective owners. “4 


617-00411-00 Rev.A Simply connecting the world 


